F:\STDDWGS\StdCheckDam-County\CheckDam-County.dwg

PAVEMENT

CRUSHED STONE (33-P)*

BASE (COMPACTED) ———%%

,/> REPLACEMENT

N
KK
\\\\fi}fi?
RRLRA
AN

S e
§<<\§/\\\ QR

d

N y
/\\ \ ///\\
LK NS
> N
LINE \\//\\\
/ g
XK
2 D
X RN
A ——-—
END VIEW

STANDARD
BACKFILL MATERIAL

(SPLIT SECTION)

[ 6" TOPSOIL

CRUSHED STONE (33—P*) BASE

(COMPACTED)

(MAY USE CLAY BACKFILL FOR CREEK A
CROSSINGS OR TOPSOIL AREAS.)

P4

CARRIER PIPE

GRGRR

K
\\/\\/\\\/7\/\\\/\\
EXISTING GROUND

TYPICAL TRENCH

AND BEDDING DETAIL

* 10" MINIMUM
"33-P (PUG)” — 303-01, TYPE A, GRADING D
("33—P"), TENNESSEE D.O.T. SPECIFICATIONS.
e, SECTION A—A -
> DY - oREn //// A CHECK DAM SHALL BE LOCATED EVERY 500’
> <~ ALONG THE TRENCH UNLESS SHOWN OTHERWISE
t . = ON THE PLANS.
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